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Automatic weighing systems

DESCRIPTION HOW TO CHOOSE THE RIGHT SIZE

RIP60 / RIP100 / RIP160
REMOTE DIGITAL DISPLAY

110÷240 VAC; 15W (RIP60) / 25W (RIP100 - RIP160)

RS232c/RS422

15 m (RS232c); 1000m (RS485)

1200, 2400, 4800, 9600, 19200, 38400, 57600, 115200 (bit/s)

ASCII

EN61000-6-2:2005 - EN61000-6-3:2007+A1:2007 - EN61010-1:2010

85%

-20°C +50°C

-10°C +40°C
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RIP60HA

RIP100HA

RIP160HA

60 mm Red LED

100 mm Red DOT

Red DOT160 mm

CARATTERISTICHE TECNICHE

Power supply and consumption

Serial ports

Serial cable lenght

Baud rate

Protocols

Conformity

Humidity (condensate free)

Storage temperature

Working temperature

MODEL T PEY Nr. SDIGIT
HEIGHT

DIGITS

20 m
RIP60HA

RIP60HA

30 m

RIP100HA

RIP100HA

RIP160HA

RIP160HA

50 m

Remote display for COBRA/TAIPAN 365/465 instruments

with large digits, suitable for external use and wall

mounting. It can be read from up to 50 m away in all

lighting conditions.

Displays instantaneous �ow rate or totaliser (COBRA)

Displays instantaneous �ow rate, totaliser or net weight

(TAIPAN)

RS232/RS422 serial connection

IP65 waterproof stainless-steel container.

Wall mounting
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BE

Ø

C

F

RIP60

RIP100

RIP160

MODEL A

320

500

626

B

110

185

230

C

90

115

115

D

340

510

635

E

80

185

195

F

360

520

656

RIP60 / RIP100 / RIP160
REMOTE DIGITAL DISPLAY


