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Automatic weighing systems

mNPS
 Mini weighing belt

High                        
Precision

Low flowrate
10...150 kg/h*

COBRA 465 FLOWRATE CONTROLLER

The mNPS series weighing belt is suitable for dosing powdered or granulated materials, with a throughput of 

approximately 10 to 150 kg/h.

The belt can operate as an extractor from hoppers, allowing it to be used as a constant-flow dosing system 

for continuous-cycle mix production.

The COBRA 465 control unit also allows it to be used as a weight totalizer, a set-weight dosing system, or a 

master/slave percentage dosing system.
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3.5996 601.88
Totale

kg

Ingressi
Uscite

4500

4502



Automatic weighing systems
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27 89 150

20 70 120

mNPS 200

mNPS 200

1.0 1:300

1.0 1:400

16 56 96

13 44 73

1.0 1:500

1.0 1:600

10 35 601.0 1:750

REFERENCE FLOW RATES ACHIEVABLE

 

Model 3Bulk weight (kg/dm ) Gear box ratio

Flow rate (kg/h)

@15 Hz @50 Hz @85 Hz

mNPS

Stainless steel

Stainless steel (optional)

Wiith calibrated junction in various materials depending on the application 

Steel and soft bands depending on the application (optional) 

PVC (optional)

Loading and unloading hoppers

Belting

Side rails

Hood

Heads

Supporting structure Extruded aluminum proles 

TECHNICAL FEATURES

Incremental encoder 1000 imp/round

Asynchronous three-phase multi-voltage or brushless (optional) 

Available for load cells and encoder 

Optional depending on the application 

Steel and rubber 60ShA

Electrical junction boxes

Motor

Motor fan

Anti-vibration mounts

Speed control

Weighing system Double off center load cells C3

Available as an option for ATEX 22 zones ATEX conformity

The reference flow rates listed below refer to the dosage of material with low granulometry and specific weight of 1 kgdm³

Dependong upon the gearbox/motor selection, the working range varies from 5 to 15 times the nominal flow rate.

 Mini weighing belt
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